FEATURE:

Unit is comprised of standard moduls for ease of
cleaning,disassembly and interchangeability;

2Using the high accuracy hybrid stepping motor,measurement
accuracy and output scope;

& Motor drive directly, without gearbox,long service
life,Maintenance-free;

@ The adopted PLC panel shows reliable performance and easy
maintenance.

»Can store 50sets of formula, can quickly start the machine
2Dosing screws are chrome plated for durability;

©The roof-shaped quik-change(the dosing section can be
removed without granulate leaking form the neckpiece),large
opening on the side of the neckpiece large window and
impraoved static blending.
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SPECIFICATIONS

==t

Three color unit

Bafl Single color unit o FE:S*R )
HE Model ] | ouble color unit
XCMm-D2
ik & Motor Power [ KW) 012 0.12 0.12 0.12x2
DA rotary speed (r.p.m.) 0.5-200 0.5-200 0.5-200 0.5-200
WIF@BIhEMixer Power [ KW) 0.08 0.09 0.09 0.09
WATshEScrew Dia. [ mm) 12 14 16 .
%1 @Output Capacity ( kg/hr) 0.05~-20 0.1-40 0.5~64
ffiElEStorage Capacity (L) 13 13 13 13
= 2kMain Material Hopper(L) A2 Optional ##ic Optional FERS Optional %2 Optional
HEEMixer AL Optional &L Optional % Optional %7 Optional
BIZR Floor Stands #EHC Optional &2 Optional &2 Optional %12 Optional
sMERfDimensions
Himm) 450 450 450 450
Wimm ) 560 560 560 980
D{mm) 310 310 310 310
AL (xG)Approx.Ne 25 25 25 25
Mote:
1) “*" means the oulput capacity depends on the screw selected, data of the single color doser can be a reference.

For example:XCM -D-12/14,output capacity is 0.15-80 kgihr,

2) " stands for external diameter of screw is up to model selected.

3) Single color doser with screw .add "MX" on the back of modal.

4) The output proportion of all models are 1.2, diameter 2-~3mm masterbatch in a test criteria of continuous running
5)Voltage : 1¢» » 230V » S50Hz @

We reserve the right to change specifications without prior notice.
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